
• 2.4litres/100km at 70km/h

• Off Road Tyres

• 3Year/20 000km Warrantee

• Wide, Thick Seat Cushion

• Headlight Bumper

• Handlebars Safety Bumpers

• 130mm Front Drum, Superior Braking 
Performance

• NE125 Engine, Superior Performance 
at Low and Medium Speeds

Engine

Engine Type

Displacement

Fuel Consumption

Max Power 

Cruising Speed

Clutch Type

Starting System

Max Torque

Max Speed 

Chassis

Brakes

Tyre Size

Dimensions

Length (L x W x H)

Seat Height

Wheel Base

Dry Weight

Tank Capacity

Usage

Max Rider Weight

Age Requirement 

Application

Warranty Period 

Run  in Service

Service Intervals

4-stroke, air-cooled, single cylinder, NE125, Vertical

124.8cc

2.4litres/100km at 70km/h

6.2Kw/7,000rpm

60-75km/h

Manual, 1N234

Electric and Kick-start

9.5N.m/5,500rpm

90km/h

Front-drum, rear-drum

Front - 2.75-17, rear - 3.00-17

1,950x720x1,100mm

815mm

1,280mm

105kg

10Litres

150kg

Learners License A-18yrs+

Commuting including highway use at recommended cruising speed

3 Year/20 000km Factory SAM Warrantee

500km/3 month

3000km/6 months

SPECIFICATIONS

LEGEND 125X Commercial

FEATURED HIGHLIGHTS

FEATURED
PRICE

EXCLUDES
TOPBOX


